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TECHNICAL DATA

Hammerfi x N-P with fl at edge and nail, pre-
assembled

Hammerfi x N-P A2 with fl at edge and stain-
less steel A2 nail, pre-assembled

zinc-plated 
steel

stainless 
steel A2

Drill hole diameter Eff ect. anchorage 
depth

Anchor length Min. drill hole 
depth for through 

fi xings

Max. fi xture 
thickness

Sales unit

d0 hef l h2 t fi x  

Art.-No. Art.-No. [mm] [mm] [mm] [mm] [mm] [pcs]
Item gvz A2

N 5 x 30/5 P (100) 050338  —  5 25 30 45 5 100
N 6 x 30/1 P (100) 514869  —  6 30 30 45 1 100
N 6 x 40/7 P (50) 050339  —  6 30 40 55 7 50
N 6 x 40/7 P A2 (50) —  050369 6 30 40 55 7 50
N 6 x 40/7 P (100) 048795  —  6 30 40 55 7 100
N 6 x 40/7 P A2 (100) —  092520 6 30 40 55 7 100
N 6 x 40/7 P (200) 514871  —  6 30 40 55 7 200
N 8 x 40/1 P (50) 015903  —  8 40 40 55 1 50
N 8 x 40/1 P (100) 514870  —  8 40 40 55 1 100

TECHNICAL DATA

Hammerfi x N-P K with fl at edge 
and plastic nail, pre-assembled

N-S M with nail and connection 
thread M 6

Hammerfi x N-S D A2 with 
isolating washer and nail, pre-
assembled

Drill hole 
diameter

Eff ect. ancho-
rage depth

Anchor length Max. fi xture 
thickness

Min. drill hole 
depth for 

through fi xings

Washer Sales unit

d0 hef l t fi x h2
Item Art.-No. [mm] [mm] [mm] [mm] [mm] [Ø mm] [pcs]

N 6 x 40/7 P K (50) 050342  6 30 40 7 55 — 50
N 6 x 40/10 S M6 (50) 050398  6 30 40 10 55 — 50
N 6 x 40/10 S D A2 (50) 050367  6 30 40 10 55 19 50
N 6 x 60/30 S D A2 (50) 050368  6 30 60 30 75 19 50

Type N5 N6 3) N8 N10

Screw nail diameter Ø [mm] 3,5 4 5 7

Recommended loads in the respective base material Frec
2)

Concrete ≥ C20/25 [kN] 0,20 0,25 0,27 0,33
Solid brick ≥ Mz12 [kN] 0,14 0,18 0,24 0,30
Solid sand-lime brick ≥ KS12 [kN] 0,18 0,22 0,24 0,33
Solid brick of lightweight aggregate concrete ≥ V4 [kN] 0,05 0,12 0,15 0,16
Aerated concrete ≥ PB2 [kN] 0,03 0,04 0,05 0,10
Aerated concrete ≥ PB4 [kN] 0,07 0,10 0,13 0,16

Hammerfi x N
Highest recommended loads1) for a single anchor.
The given loads are valid for screw nails with the specifi ed diameter.

1) Includes the safety factor 4.
2) Valid for tensile load, shear load and oblique load under any angle.

3) The values have to be reduced by 50% for N 6 x 40/7 P K.
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