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TECHNICAL DATA

F 8 M - with countersunk screw and cross 
drive PZ2

F 10 M - with countersunk screw and cross 
drive PZ3

Drill hole diameter Min. drill hole 
depth for through 

fi xings

Eff ect. anchorage 
depth

Anchor length Max. fi xture 
thickness

Drive Sales unit

d0 h2 hef l t fi x   
Item Art.-No. [mm] [mm] [mm] [mm] [mm]  [pcs]

F 8 M 72 088660 2) 8 90 30 72 42 PZ2 100
F 8 M 92 088662 2) 8 110 30 92 62 PZ2 100
F 8 M 112 088664 2) 8 130 30 112 82 PZ2 100
F 8 M 132 088666 2) 8 150 30 132 102 PZ2 100
F 10 M 72 088670 1) 10 90 30 72 42 PZ3 100
F 10 M 92 088672 1) 10 110 30 92 62 PZ3 100
F 10 M 112 088674 1) 10 130 30 112 82 PZ3 100
F 10 M 132 088676 1) 10 150 30 132 102 PZ3 100
F 10 M 152 088678 1) 10 170 30 152 122 PZ3 100
F 10 M 182 088680 1) 10 200 30 182 152 PZ3 50
F 10 M 202 061064 1) 10 220 30 202 172 PZ3 50
1) Screw head Ø 13 mm

2) Screw head Ø 10 mm

ACCESSORIES

Cover cap ADM 10

Colour Cap height Cap Match Sales unit

     
Item Art.-No.  [mm] [Ø mm]  [pcs]

ADM 10 W weiß 088688  white 4 16,5 F 10 M 100
ASM 10 W weiß 060320  white 3 15 F 10 M 100

Type F 8 M F 10 M

Recommended loads in the respective base material Frec
2)

Concrete ≥ C20/25 [kN] 1,00 1,40
Solid brick ≥ Mz 12 [kN] 0,30 1,30
Solid sand-lime brick ≥ KS 12 [kN] 0,70 1,30
Solid brick of lightweight aggregate concrete ≥ V 2 [kN]  - 0,50
Perforated sand-lime brick ≥ KSL 12 [kN] 0,25 0,60

Metal frame fi xing F-M
Highest recommended loads1) for a single anchor for multiple use for non-structural applications.

1) Includes the safety factor 4. 2) Valid for tensile load, shear load and oblique load under any angle.
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Metal frame fi xing F-M


